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Abstract. Recently, basalt-carbon hybrid composite structures have attracted increasing attention due to their
better damage tolerance, if compared with carbon fiber-reinforced polymer composites (CFRP). Low-velocity is
considered as one of the most severe threats to composite materials as it is usually invisible and it occurs fre-
quently in service. With this regard, nondestructive testing (NDT) techniques, especially emerging modalities,
are expected to be an effective damage detection method. Eddy current-pulsed thermography (ECPT), as an
emerging NDT technique, was used to evaluate the damage induced by low-velocity impact loading in a CFRP
laminate, as well as in two different-structured basalt-carbon hybrid composite laminates. In addition, ultrasonic
C-scan and x-ray computed tomography were performed to validate the thermographic results. Pulsed phase
thermography, principal component thermography, and partial least squares thermography were used to proc-
ess the thermal data and to retrieve the damage imagery. Then, a further analysis was performed on the imagery
and temperature profile. As a result, it is concluded that ECPT is an effective technique for hybrid composite
evaluation. The impact energy tends to create an interlaminar damage in a sandwich-like structure, while it tends
to create an intralaminar damage in an intercalated stacking structure. © 2018 Society of Photo-Optical Instrumentation
Engineers (SPIE) [DOI: 10.1117/1.OE.58.4.041602]
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1 Introduction
Due to the features of high strength, high stiffness, and low
weight, carbon fiber-reinforced polymer (CFRP) has been
widely used as an alternative material to aluminum alloy
in many industrial applications such as in the aerospace
industry.1,2 However, CFRP still has weaknesses that limit
its wider use, e.g., its low toughness, which leads to its
weak damage-resistance capability.3–5 A possible solution to
compensate this weakness is fiber hybridization.6 Carbon
fibers are usually hybridized with high toughness fibers to
obtain a better damage tolerance.7–10 In this aspect, glass
fiber has been used for this purpose in the last decade,
which has been proved to be efficacious.11–14 However, the
manufacturing of glass fiber may lead to the contamination
of the environment, and its disposal at the end of life is also
a difficult problem.15 In this consideration, basalt fiber has
attracted increasing attention due to its eco-friendly feature
as well as its inexpensive price.16–18
A few reports have focused on the study of mechanical
behaviors of hybrid composite structures in the open
literature.19–21 However, nondestructive evaluation (NDE)
has not been widely reported on this topic. Recently, the
authors used traditional NDE techniques including optical
and mechanical excitation thermography to fulfill this
field.22,23 These works studied the optical and mechanical
thermographic evaluation on basalt-carbon hybrid composite
laminates subjected to both ballistic and low-velocity impact
loadings. This study gave promising scientific outcomes;
however, more emerging NDE techniques are expected to
be used in this study, e.g., laser-based thermography,24
eddy current thermography,25–28 air-coupled ultrasound,29
and terahertz imaging.30–33 In this consideration, the authors
reported a study on the evaluation of ballistic impact damage
in basalt-carbon hybrid composite panels more recently.34
This study was based on an emerging eddy current pulsed
thermography (ECPT) technique. However, an in-depth
study of ECPT on the damage induced by low-velocity
impact loadings has not been documented yet. If compared
with ballistic impact damage, low-velocity impact damage is
a more severe threat to aircraft safety, as it is usually invisible
and it occurs frequently in service.35–37 Accordingly, non-
destructive testing (NDT) has more practical meaning for
the evaluation of low-velocity impact damage in hybrid
composite materials.
In this paper, ECPT was used to evaluate the damage
induced by low-velocity impact loading in a CFRP laminate,
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as well as in two different-structured basalt-carbon hybrid
composite laminates. More specifically, intercalated stacking
(BCa) and sandwich-like (BCs) structured hybrid specimens
were used for the study. The impact energy of 12.5 J was
used for the evaluation of the impact damage level. In addi-
tion, ultrasonic testing (UT) and x-ray computed tomography
(CT) were also performed for the validation purpose. Due to
the important role played by advanced image processing
techniques, pulsed phase thermography (PPT), principal
component thermography (PCT), and partial least squares
thermography (PLST) were used herein showing a satisfac-
tory computational performance. Then, a further analysis
was performed on the basis of the imagery and temperature
profile. Finally, the advantages and disadvantages of ECPT
and of the different hybrid structures were analyzed for their
potential industrial applications.38
2 Specimens
Figure 1 shows the schematic diagram of the BCs and BCa
structures. BCs was stacked as a sandwich structure with
seven carbon fiber layers (as the core) and three basalt
fiber layers for each side (as the skins). BCa has seven basalt
fiber layers and six carbon fiber layers alternatively stacked
to keep basalt plies as the outer layers on both sides. In
addition, a CFRP (C) laminate was also manufactured as
a reference specimen for comparative purposes. A basalt
fiber-reinforced polymer (BFRP) composite specimen was
not introduced in this paper as basalt fiber is insulating
and therefore, eddy current will not be created in a BFRP
laminate.
A falling dart impact machine was used to impact
the specimens at 12.5 J by keeping the indenter mass
(6.929 kg) constant with a hemispherical impactor head
(12.7 mm of diameter). The circular specimen holder has
an external diameter of 60 mm and inner diameter of 40 mm.
Figure 2 shows the photographs of all the specimens
from both surfaces. These specimens have a dimension of
180 mm × 60 mm, and their thickness is ∼3.5 mm (see
Fig. 1). The CFRP specimen shows a penetration of the
dart through the thickness with splitting due to its brittle
nature. The BCs specimen shows a damage without backsur-
face splitting. The BCa specimen shows an intermediate
damage pattern with respect to the CFRP and the BCs spec-
imens. In particular, a bulge is present on the surface of BCa.
3 Methodology
3.1 Experiments
Figure 3 shows the schematic configuration of the ECPT
experimental system used in this paper. The induction heater
(7 kW) creates a pulse excitation signal (150 kHz, 0.2 s dura-
tion), which includes a period of high-frequency alternating
current having high amplitude. The current is then driven
into an inductive coil (5 cm × 5 cm) positioned on the front
side of the specimen with a minor distance. An infrared cam-
era FLIR SC5000 (320 × 256 pixels, 150 fps) was used to
record the temperature profile (2 s of recording time).
ECPT involves interactions of electromagnetic and
thermal behaviors, which include the induced eddy current,
Joule heating, and heat conduction.39
Fig. 1 Schematic stacking sequences of the specimens.
Fig. 2 Photographs of the specimens from both surfaces.
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When the current passes through the coil, it generates an
eddy current. The eddy current is in respect to a subsurface
penetration depth δ, which corresponds to the exponentially
dampened skin effect, described as follows:
EQ-TARGET;temp:intralink-;e001;63;588δ ¼ ðπμσfÞ−1∕2; (1)
where f is the excitation frequency, σ is the electrical con-
ductivity, and μ is the magnetic permeability.40
The temperature of material increases because of resist-
ible heating from the generated eddy current (Joule heating),
which is described as follows:
EQ-TARGET;temp:intralink-;e002;63;501 ¼ 1
σ
jJsj2 ¼
1
σ
jσEj2; (2)
where Q is the sum of the generated energy, Js is the eddy
current density, and E is the electric field density.40
For hybrid specimens, thermal diffusion behavior is more
complex and it is dependent on the specimen structures due
to the fact that carbon fiber is conductive, but basalt fiber is
insulating.
3.2 Infrared Image Processing
3.2.1 Pulse phase thermography
PPT41 can be used for quantitative analysis in a straightfor-
ward manner by extracting amplitude and phase images
using Fourier transform (FT). In PPT, phase is usually more
useful than amplitude, as it can retrieve a deeper depth.
Moreover, phase is less affected by environmental reflec-
tions, emissivity variations, nonuniform heating, surface
geometry, and orientation.42
3.2.2 Principal component thermography
PCT43 can extract image characteristics and it reduces unde-
sirable signals. PCT relies on singular value decomposition,
which extracts spatial and temporal data from a matrix in a
compact manner by projecting original data onto empirical
orthogonal functions. In addition, PCT is also suitable to be
combined with other image processing techniques.44–46
3.2.3 Partial least squares thermography
PLST47 is a statistical correlation algorithm based on partial
least squares regression. It computes loading and score vec-
tors, which are correlated to the predicted block. The block
describes a large amount of variations in a predictor matrix,
which corresponds to the obtained surface temperature
profile.
4 Result Analysis
Figure 4 shows the UT imagery results of all of the speci-
mens. A 64 elements of phased-array ultrasonic probe,
which has a frequency of 2.25 MHz, was used in the experi-
ments. The scale bar corresponds to the ultrasonic signal
reflection rate.
In Fig. 4, it can be observed that the damage induced by
the low-velocity impact can be clearly seen (the colors of
dark blue and white, which correspond to a bare signal
reflection). The CFRP specimen shows the most concen-
trated damaged area, whereas the BCs specimen has the
most extended damaged area. This phenomenon illustrates
that the absorbed energy Ea tends to create a through-thick-
ness splitting damage in the CFRP specimen due to its inher-
ent limited ductility, while Ea tends to be converted into
an extended delaminated area in the BCs specimen due to
its lower interlaminar shear strength.
The damaged area in the BCa specimen is between the
CFRP and the BCs specimens as shown in Fig. 4. This is
because BCa has an intermediate impact-resistance mechani-
cal behavior, if compared with the CFRP and BCs structure.
Moreover, the back-side inspection results show a higher
extended area and a lower signal reflection rate. This indi-
cates that the impact damage is closer to the back surface
of the impact. Finally, it is worth emphasizing that the
cross-shape (see Fig. 2) is difficult to identify using ultra-
sonic C-scan due to the fact that the ultrasonic signals
Fig. 4 Ultrasonic C-scan imagery from both inspection surfaces.
Fig. 3 Schematic configuration of the ECPT experimental system.
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were disturbed on the locations of both penetrated-like and
delaminated areas.
Figure 5 shows the CT slices of the specimens from both
top-view and side-view inspections. The applied system has
a spatial resolution of 100 μm. In Fig. 5, darker colors re-
present low-density areas, whereas brighter colors represent
high-density areas. From top-view inspections, it can be
observed that the CT slices have a higher spatial resolution
than UT. Therefore, it is easier to detect fiber preforms using
CT as shown in Fig. 5. On the contrary, these fibers are
difficult to detect using UT (see Fig. 4).
Indeed, CT shows a few advantages over UT, but usually
it has a lower imagery contrast than UT. Accordingly, it is
more difficult to determine the damaged areas using CT
than UT. In Fig. 5, CT can show the cross-shaped split-
ting-like damage in both CFRP and hybrid specimens, but
it cannot be observed using UT as discussed previously.
In Fig. 5, side-view inspections provide promising addi-
tional clues for the interpretation of UT results: impact
energy Ea tends to create a through-thickness splitting dam-
age in CFRP specimen, as it has an inherent limited ductility.
On the contrary, Ea tends to be converted into an interlaminar
delaminated damage in BCs specimens because the latter has
a lower interlaminar shear strength. The damaged feature in
BCa is between the CFRP and BCs structure, as it has an
intermediate impact resistance mechanical behavior. It can
be summarized that UT and CT have different advantages
and, therefore, both of them were used as referenced tech-
niques for comparative purposes in this paper.
Figure 6 shows the ECPT imagery results of the CFRP
specimen after infrared image processing. In ECPT, eddy
currents are created in carbon fibers due to their conductivity.
Accordingly, the fibers have higher temperatures than resin.
This fact results in the phenomenon that fibers have brighter
colors in the imagery results as shown in Fig. 6. In the
PPT-amplitude result, the cross-shaped damage is brighter
because more eddy currents excessively exist in this
crack-like area. Different from fibers, the cross-shaped dam-
age is darker in PPT-phase, PCT, and PLST postprocessed
results, because these image processing methods retrieved its
time-domain evolution, which departs from the near-straight-
line behavior.
In Fig. 6, it can be observed that the cross-shaped
penetrated-like damage can be clearly detected in all of
the imagery results, which were obtained from different
image processing methods. Moreover, ECPT clearly shows
the cross-shaped damage around the impacted areas, and its
imagery contrast is over CT. In addition, the fiber preforms
can also be detected in ECPTwith a higher contrast than CT,
which is shown in Fig. 5.
Figure 7 shows the temperature profile of the CFRP
specimen. In Fig. 7, the measuring unit of the IR camera is
Fig. 5 CT slices of the specimens from both top-view and side-view inspections.
Fig. 6 ECPT imagery results of the CFRP specimen after image processing.
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digital level (DL). Presenting results in units of DL is
common in the community because the parameter of interest
in active thermography is only temperature changes. If a
course estimation of the temperature rise is needed, it is
usually calculated 1 K for 50 DL.
In Fig. 7, it can be obversed that the cross-shaped damage
shows a higher temperature, while the intralaminar damage
shows a lower temperature. This coincides with the imagery
results in Fig. 6, in which the intralaminar damage area
shows a lower temperature in the format of a darker color.
In ECPT, the cross-shaped penetrated-like damage shows
a thermal behavior similar to that of cracks, and it also shows
an imagery feature similar to that of cracks as shown in
Fig. 6. Finally, it is worth emphasizing that the temperature
profile in the CFRP specimen shows a significant heating-up
and cooling-down curve, which is obviously different from
the hybrid structured specimens discussed below.
Figure 8 shows the ECPT imagery results of the BCs and
BCa specimens. The cross-shaped damage can be detected in
the BCs specimen, but it is barely visible in the BCa speci-
men. The PPT-phase result shows more identifications for
the cross-shaped damage, if compared with other image
processing methods. This is because phase imagery is less
affected by surrounding noise.
Interestingly, the BCs specimen exhibits a more extensive
damaged area, as the interlaminar delaminated damage in the
BCs specimen is more detectable than in the BCa specimen.
This phenomenon is in agreement with the referenced UT
and CT inspections as shown in Figs. 4 and 5. This is also
explained in the above-mentioned sections.
In Fig. 8, ECPT highlights the intralaminar damage in
the BCa specimen in a similar manner as those observed
in the CFRP specimen, also in agreement with the referenced
UT and CT inspections in Figs. 4 and 5. This confirms the
validity of the previous assessment that the impact resistance
mechanical behavior of the BCa specimen is more similar to
that of the CFRP specimen when compared with the BCs
structured specimen.
Figures 9 and 10 show the temperature profiles of the BCs
and BCa specimens. It should be emphasized that a signifi-
cant temperature cooling-down evolution is observed in
Fig. 7 Temperature profile of the CFRP specimen.
Fig. 8 ECPT imagery results of the hybrid specimens after image processing.
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neither the BCs nor BCs specimen. On the contrary, a sig-
nificant cooling-down curve can be clearly observed in the
CFRP specimen, as discussed previously (see Fig. 7). This is
due to the fact that basalt fibers are insulating and they
are formatted into the skinned surface layers. Thus, eddy
currents are generated only in subskinned carbon fibers.
Therefore, surface layers made of basalt fibers and resins
show only a temperature diversification. This temperature
diversification is diffused from neighboring conductive sub-
surface carbon fibers. BCs shows a smoother temperature
evolution when compared with BCa. This is a proof for this
conclusion, as BCs has a thicker insulating skinned layer
than BCa.
5 Conclusions
ECPT is an effective technique that can be used to evaluate
the damage induced by low-velocity impact loading in both
CFRP and hybrid composite structures. The ECPT imagery
results were validated by and compared with UT and CT.
Interestingly, ECPT showed a higher imagery contrast and
it also provided a higher spatial resolution. Therefore,
ECPT can be considered as an emerging in situ NDT tech-
nique for industrial inspection of hybrid composite products.
In addition, it was analyzed that impact energy Ea tended
to create an interlaminar delaminated damage in BCs struc-
ture, while it tended to create an intralaminar penetration-like
damage in BCa structure. Infrared image processing methods
used in this paper, including PPT, PCT and PLST, contrib-
uted to the understanding of the above-mentioned summary.
More cutting-edge infrared image processing methods48 and
modeling simulations49 are expected in order to understand
more about the ECPT mechanism and mechanical impact
behavior in future work.
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